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Introduction  

- DAI-EL PERFLUOR GA-105 is a peroxide curable perfluoroelastomer (FFKM) with good mechanical 

properties and excellent resistance to harsh chemicals and solvents. 

- DAI-EL PERFLUOR GA-105 may be used for semiconductor processing applications due to its very low 

metal ion content. 

- DAI-EL PERFLUOR GA-105 has a maximum continuous service temperature of 200°C. 

 

General physical properties-Product*1 

Items Data Test Method 

Appearance Colorless sheet Visual Observation 

Mooney Viscosity (ML 1+10@121 °C) 26 ASTM D1646 

Specific Gravity (23°C) 2.0 ASTM D792 

Glass Transition (DSC) -2°C ASTM D7426 

 

General physical properties-Vulcanizate*1, 2, 3 

Items Units  Value Test Method 

Hardness (Shore A) - 79 ASTM D2240 

Tensile Strength MPa (psi) 20.6 (2989) ASTM D412 

Elongation at Break % 135 ASTM D412 

100% Tensile Stress MPa (psi) 13.2 (1913) ASTM D412 

Compression Set, AS-214 O-ring 

70h @ 200 °C, 25% deflection 

 

% 

 

16 
ASTM D395 

*1 The above values are representative and not guaranteed. 

*2 Test compound: DAI-EL GA-105: 100; N-990 Carbon black: 15; TAIC (72% DLC): 3;  

   Luperox 101® XL45 (2,5-dimethyl-2,5 di-(t-butylperoxy)hexane, 45%): 2  

*3 Press cure: 10 min @ 160 °C; post cure: 4 hr @ 200 °C 
 

Handling and Safety Information 

- Be sure to read the Safety Data Sheet (SDS) and take appropriate precautions before use. 

- The product is intended for industrial use only and therefore its adequacy and safety as a raw 

material for medical purposes cannot be guaranteed. 

 

Package   

- 2 kg and 10 kg 
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