
Introduction 

- DAI-EL PERFLUOR GA-500 is a perfluoroelastomer (FFKM) with outstanding heat and chemical resistance

compared with other fluoroelastomers and can be used under severe conditions.

- DAI-EL PERFLUOR GA-500 is suitable as a sealing material for semiconductor processing applications

due to its high degree of cleanliness and excellent plasma resistance.

- DAI-EL PERFLUOR GA-500 has a maximum continuous service temperature of 300°C.

Characteristics of DAI-EL GA-500 Product*1

Items Data Test Method 

Appearance Whitish solid material Visual Observation 

Mooney Viscosity (ML 1+10@121°C) 141 MU ASTM D1646 

Mooney Viscosity (ML 1+20@170°C) 80 MU 

Specific Gravity (23°C) 2.0 ASTM D792 

Glass Transition (DSC) -3°C ASTM D7426 

General physical properties-vulcanizate*1, 2, 3 

Items Units Values Test Method 

Hardness (Shore A) - 76 ASTM D2240 

Tensile Strength MPa (psi) 21.8 (3160) ASTM D412 

Elongation at Break % 170 ASTM D412 

100% Tensile Stress MPa (psi) 11.9 (1721) ASTM D412 

Compression Set, AS-214 O-ring 

70 hr @ 300 °C, 25% deflection
% 18 ASTM D395 

*1: The above values are representative and not guaranteed.

*2: Test compound, phr: DAI-EL GA-500: 100; N-990 Carbon black: 30;

2,2-Bis(3-amino-4-hydroxyphenyl) hexafluoro propane (CAS #83558-87-6): 1.0 
*3: Press cure: 20 min @ 180 °C; post cure: 24 hr @ 300 °C

Handling and Safety Information 

- Be sure to read the Safety Data Sheet (SDS) and take appropriate precautions before use.

- The product is intended for industrial use only and therefore, its adequacy and safety as a raw

material for medical purposes cannot be guaranteed.

Package: 

- 1 kg and 5 kg
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